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The following symbols may be used in this document:

WARNING

Indicates a hazardous situation which, if not avoided, could result in death or serious injury.

CAUTION: Indicates a hazard situation which, if not avoided, could result in minor or
moderate injury.

  NOTICE     Indicates an instruction which, if not followed, could severely damage vehicle
components or other property.

WARNING
- For safety reasons, this kit must be installed by an authorized BRP dealer.
- This kit is designed for specific applicable models only (authorized BRP dealers will confirm
model(s)). It is not recommended for units other than the one (those) for which it was sold.
- If the installation of the kit requires a template, ensure template is to scale.
- Should removal of a locking device (e.g. lock tabs, self-locking fasteners, etc.) be required
when undergoing disassembly/ assembly, always replace with a new one.
- Torque wrench tightening specifications must strictly be adhered to.

WARNING

Some important safety information and/or operating instructions dedicated to the end user might
be included in this instruction sheet. Make sure to give the kit part number as well as the
instruction sheet included with this kit to the customer. Verify that the customer has access to all
the information required for proper use of the accessory.

NOTE: USE TIGHTENING TORQUES IN THE FOLLOWING TABLE IF NOT OTHERWISE
SPECIFIED.

 
GRADE

5.8 8.8 10.9 12.9
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M4
1.8 ± 0.2  N•m (16

 ± 2 lbf•in)
2.8 ± 0.2  N•m (25

 ± 2 lbf•in)
3.8 ± 0.2  N•m (34

 ± 2 lbf•in)
4.5 ± 0.5  N•m
(40  ± 4 lbf•in)

M5
3.3 ± 0.2  N•m (29

 ± 2 lbf•in)
5 ± 0.5  N•m (44

 ± 4 lbf•in)
7.8 ± 0.7  N•m (69

 ± 6 lbf•in)
9 ± 1  N•m (80

 ± 9 lbf•in)

M6
7.5 ± 1  N•m (66

 ± 9 lbf•in)
10 ± 2  N•m (89

 ± 18 lbf•in)
12.8 ± 2.2  N•m
(113  ± 19 lbf•in)

16 ± 2  N•m (142
 ± 18 lbf•in)

M8
15.3 ± 1.7  N•m
(135  ± 15 lbf•in)

24.5 ± 3.5  N•m
(18  ± 3 lbf•ft)

31.5 ± 3.5  N•m (23
 ± 3 lbf•ft)

40 ± 5  N•m (30
 ± 4 lbf•ft)

M10
29 ± 3  N•m (21

 ± 2 lbf•ft)
48 ± 6  N•m (35

 ± 4 lbf•ft)
61 ± 9  N•m (45

 ± 7 lbf•ft)
73 ± 7  N•m (54

 ± 5 lbf•ft)

M12
52 ± 6  N•m (38

 ± 4 lbf•ft)
85 ± 10  N•m (63

 ± 7 lbf•ft)
105 ± 15  N•m (77

 ± 11 lbf•ft)
128 ± 17  N•m
(94  ± 13 lbf•ft)

M14
85 ± 10  N•m (63

 ± 7 lbf•ft)
135 ± 15  N•m

(100  ± 11 lbf•ft)
170 ± 20  N•m (125

 ± 15 lbf•ft)
200 ± 25  N•m

(148  ± 18 lbf•ft)

M16
126 ± 14  N•m (93

 ± 10 lbf•ft)
205 ± 25  N•m

(151  ± 18 lbf•ft)
255 ± 30  N•m (188

 ± 22 lbf•ft)
305 ± 35  N•m

(225  ± 26 lbf•ft)

M18
170 ± 20  N•m (125

 ± 15 lbf•ft)
273 ± 32  N•m

(201  ± 24 lbf•ft)
330 ± 25  N•m (243

 ± 18 lbf•ft)
413 ± 47  N•m

(305  ± 35 lbf•ft)

NOTE: The illustrations in this document show typical construction of the different assemblies and
may not reproduce the full detail or exact shape of the parts; however, they represent parts that have
the same or similar function.

Installation time is approximately 0.25 hour.

PARTS TO BE INSTALLED
ITEM DESCRIPTION Part number QTY

P1 Upper Machined Support Not available separately 1

P2 Lower Machined Support Not available separately 1

P3 Lever Not available separately 1

P4 Pin Not available separately 1

P5 Compression Block Not available separately 1

P6 M6 Flat Washer, Stainless 234061600 1

P7 M6 Helical Lock Washer 234061601 1

P8 M6 X 60 Socket Head Cap Screw 205566060 1
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P9 Push Nut 732610072 1

P10 M8 X 38 Torx Button Head Screw 250000904 4

P11 142mm Locking Tie 293750002 4

P12 188mm Locking Tie 414115200 2

P13 M8 X 38 Hexagonal Flanged Screw 250000852 4

Kit compatibility

Snowmobile model
860201834
(125mm-
160mm)

860201549
(155mm-
210mm)

860201276
175mm-
235mm

Summit

(X and SP) with 165
mm riser (2018 and

up)
NOTE 2

No cable
required

Not
compatible

(X and SP) with 190
mm riser (2017)

NOTE 2
No cable
required

No cable
required

(X Expert) with 120
mm riser

No cable
required

Not
compatible

Not
compatible

Freeride

137’’-146’’ with 145
mm riser

NOTE 2
No cable
required

Not
compatible

154’’-165’’ with 165
mm riser

NOTE 2
No cable
required

Not
compatible

Expedition
(Sport) with 145 mm

riser
NOTE 2

No cable
required

Not
compatible

Backcountry
(Backcountry, X, X-
RS) 146’’ with 120

mm riser
NOTE 1

Not
compatible

Not
compatible

Renegade

(Adrenaline and
Enduro) 137’’ with 120

mm riser
NOTE 1

Not
compatible

Not
compatible

(X and XRS) 137’’
with 120 mm riser
forward adjustable

riser

NOTE 1
Not

compatible
Not

compatible
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Snowmobile model
860201834
(125mm-
160mm)

860201549
(155mm-
210mm)

860201276
175mm-
235mm

MXZ

(TNT and Blizzard)
137’’ with 120 mm

riser
NOTE 1

Not
compatible

Not
compatible

(X and XRS) 137’’
with 120 mm riser
forward adjustable

riser

NOTE 1
Not

compatible
Not

compatible

Grand
Touring

(Sport) with 120 mm
riser

No cable
required

Not
compatible

Not
compatible

(LE) with 120 mm
riser forward

adjustable riser

No cable
required

Not
compatible

Not
compatible

NOTE 1: Cable 860201880 required for MY17 and MY18 vehicle.
NOTE 2: Cable 860201880 required.

INSTRUCTIONS
Remove and discard the eight (8) screws holding the original riser block.

1. Original Raiser Block
2. Screws (discard)

For summit and freeride
Install the riser block (LEVER TOWARDS THE FRONT OF THE VEHICLE).

For MXZ
Install the riser block (LEVER TOWARDS THE BACK OF THE VEHICLE).
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1. Riser Block

Adjust the handlebar extension and handlebar at desired angle. Position handlebar so that the brake
fluid reservoir is parallel with the ground.
Tighten the M8 X 38 screws [P10] and [P13] provided with the kit.
Install the [P10 ] above and the [P13] under.

Ensure handlebar clamps are parallel with handlebar extension.

TYPICAL - UPPER PART
A. Must be equal on each side

TYPICAL - LOWER PART
A. Must be equal on each side

tightening torque

M8 X 38 Screw [P10] and [P13] 21 to 28  N•m (15  to 21 lbf•ft)
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Change locking tie [P12] and [P11] if necessary.

CABLE INSTALLATION
To install new cable, refer to 860201880 kit.

ADJUSTING THE THROTTLE CABLE
Adjust the throttle cable using appropriate version of BUDS. Refer to appropriate subsections in your
Shop Manual.

WARNING

Always stop engine before adjusting handlebar.

WARNING

At different positions (minimum to maximum), turn handlebar completely from one side to the other
making sure it does not exert an unwanted tension on throttle cable, wires and brake hose and
does not interfere with windshield or other parts of body, or other accessories.

CAUTION: Ensure electrical and/or control wires have not been impaired by a modified
routing following this new installation.

ADJUSTING THE HANDLEBAR
Pull up lever to untighten.

Adjust height of the handlebar.
Pull down lever to tighten.
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